II. CLAIM AMENDMENTS 



1. (Currently Amended) A method for establishing and making a check for a 
communications connection, the method comprising: 

setti n g up on electrical communicotions connection betwe en one of a p l u ra lity o f 
colling parties and a receiving party; 

establishing among a group of parties a context- based file arrangement that records 
activity status of each member of the grou p, the file arrangement comprising an 
activity status server and a plurality of activity logs connected to the server, the 
activity logs being in communication with the phones of respective ones of the 
colling parties; 

setting up an electrical communications connection via the server between a calling 
party of said group of parties and a receiving party of said gro u p of parties: 

wherein, before making on ottcmpt to establish the establishment of a commu- 
nications connection proper with the receiving party, the server provides the 

log enabling the calling party to make a check from the activity log of a-the 
receiving party to obtain information concerning the ability of the receiving party 
to receive a message sent by the calling party; and, 

based on that information, there is a making of a decision about the establishment 
of the communications connection proper. 
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2. (Previously Presented) A method according to claim 1 wherein the check for the 
calling party concerning the ability of the receiving party to receive the message of the 
calling party comprises steps of: 

- dialing the receiving party's number, 

- fetching the activity status data of the receiving party arc fetched from an activity 

log, 

- presenting possible options of action and selecting the best of them, 

- examining whether the option of action is possible, and 

- the communications connection proper is established if the option of action is 

found possible. 

3. (Original) A method according to claim 2 wherein the data representing the activity 
status of the receiving user are fetched from an activity status server. 

4. (Currently Amended) A method for establishing and making a check for a 
communications connection, the method comprising: 

establishing amon g a group of parties a context-based file arrange ment that records 
activity status of each member of the group, the file arrangement comprising an 
activity status server and a plurality of activity logs connected to the server, the 
activity logs being in com munic ation with the phones of respective ones of the 
parties: 

setting up an electrical communications connection via the server between a calling 
party of said group of parties and receiving party of said group of parties, in 
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which method before maki n g on attempt t o e stab lis h the e stablishment of a 
communications connection proper with the receiving party, the server provides 
the calling party communicates w i th the file arrang e ment and makes with an 
activity log enabling the calling party to make a check from the activity log of a 
the_receiving party to obtain information concerning the ability of the receiving 
party to receive the message sent by the calling party; and, 

based on that information, there is making of a decision about the establishment of 
the communications connection proper; and 

wherein the check for the calling party concerning the ability of the receiving party 
to receive the message of the calling party comprises steps of: 

- dialing the receiving party's number, 

- fetching the activity status data of the receiving party from an activity log, 

- presenting possible options of action based on the activity status data of the log, 

and selecting the best of the possible options, 

- examining whether the option of action is possible, and 

- the communications connection proper is established if the option of action is 

found possible; and 

wherein if the option of action decided upon is impossible to carry out, there is a 
step of checking whether the option of action can be carried out later. 
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5. (Original) A method according to claim 4 wherein if the option of action can be 
carried out later, the data representing the activity status of the receiving party are 
fetched again after a time delay. 

6. (Original) A method according to claim 4 wherein if the option of action decided upon 
cannot be carried out after a time delay, a communications connection proper is not 
established. 

7. (Original) A method according to claim 1 wherein the communications connection 
proper is a telephone connection. 

8. (Original) A method according to claim 1 wherein the communications connection 
proper is a text message. 

9. (Currently Amended) A communications connection set-up and checking 
arrangement for a plurality of calling parties and a receiving party, comprising: 

a terminal of one calling party of the plurality of calling parties, a terminal of the 
receiving party, an electrical communications connection between the two 
parties, and a plurality of user-specific activity logs; 

a context-based file arrangement comprising an activity status server; and 

wherein said plurality of activity logs is connected to the server, the activity logs 
being in communication with the phones of respective ones of the calling parties 
and the receiving party to enable a calling party to communicate with the activity 
status server: 
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wherein , before making on attempt to esta bli sh e stablishment of a communication 
connection with a-the receiving party, the server provides the calling party with 
an activity l og enabling the calling party to check from the activity log of a-the 
receiving party the ability of the receiving party to receive a message sent by the 
calling party. 

10. (Previously Presented) A communications connection set-up and checking 
arrangement according to claim 9 wherein the activity status server is separate from 
phones of respective ones of the calling parties. 

11. (Previously Presented) A communications connection set-up and checking 
arrangement according to claim 9 wherein the activity logs are files in the activity status 
server. 

12. (Original) A communications connection set-up and checking arrangement 
according to claim 9 wherein the activity log is a file in the terminal of the user. 

13. (Original) A communications connection set-up and checking arrangement 
according to claim 9 wherein the activity log comprises an activity status decoding 
function, user profile editing function and an activity status application function. 

14. (Currently Amended) A cellular network comprising: 

terminals, base stations, base station controllers and switching centers, which 
communicate with each other; 
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an activity status server for storing a user-specific activity log, the cellular network 
serving as a communications connection set-up and checking arrangement for a 
plurality of calling parties and a receiving party, the communications connection 
set-up and checking arrangement comprising a terminal of one calling party of 
the plurality of calling parties, a terminal of the receiving party and an electrical 
communications connection between the two parties, which arrangement further 
comprises activity logs; 

wherein the communications connection includes a context-based file arrangement 
comprising an activity status server; and 

said plurality of activity logs is in communication with the server, and the activity 
logs are in communication with the phones of respective ones of the calling 
parties and the receiving party to enable a calling party to communicate with the 
activity status server; 

wherein , before making o n attempt to e sta blish e stablishment of a communication 
connection with a- the receiving party f ro m t he activi ty log-of a receiving party, 
the server provides the c alling part y with an activity log enabling the calling party 
to check from the activity log of the receiving party the ability of the receiving 
party to receive a message sent by the calling party. 

15. (Original) A cellular network according to claim 14 wherein the activity status server 
is connected with a switching center. 

16. (Currently Amended) A cellular network terminal comprising a means for entering 
data in the terminal, data display means, data transmission means, data reception 
means, a_memory unit and a control unit; 
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wherein the terminal further comprises an activity status monitoring means, and the 
terminal is operative upon connection with a cellular network, the cellular 
network serving a plurality of calling parties and a receiving party, and wherein 
the terminal serves one calling party of the plurality of calling parties; and 

wherein the network includes an activity status server of a context-based file 
arrangement, and said activity status monitoring means is in communication with 
the activity status server ; and 

wherein, before establishment of a communication connection with the receiving 
party, the server provides the calling party with an activity log to enable a-the 
calling party to check from the activity status server the ability of the receiving 
party to receive the message sent by the calling party before a ft- attempt to 
estab l ish o com munication connection with a recei v ing party. 

17. (Original) A terminal according to claim 16 wherein part of the memory of the 
terminal can be allocated for creating and maintaining a user-specific activity log. 

18. (Previously Presented) A terminal according to claim 16 wherein part of a SIM card 
connected with the terminal can be allocated for creating and maintaining a user- 
specific activity log. 



19. (Previously Presented) A terminal according to claim 16 which further comprises a 
means for displaying activity status data for the receiving party fetched from the activity 
status server. 



20. (Original) A terminal according to claim 19 which further comprises a means for 
making a decision about whether a communications connection proper will be 
established. 

21. (Previously Presented) Software means comprising a computer-readable medium 
having a program for creating a context-based data system, which software means is 
operative with the system for establishing and making a check for a communications 
connection via the steps of the method according to claim 1. 

22. (Previously Presented) Software means according to claim 21 wherein the program 
is an application program stored on a data transfer medium, in the memory of a 
terminal, on a SIM card of a terminal, or in a cellular network device. 
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